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FEATURES FEATURES
ENGINE wih SAFETY SWITCH %]
Engine Type ITL Make - GTV BB PTO Safety Standard
HP Category 22 Neutral Safety Switch Standard
No. of Cylinders 3 Clutch Satety Switch Standard
Aspiration Naturally CAPACITY (LTRS)(+/-5%) [
Cubic Capacity (cc) 1130 cc {1.13 1ir) Fuel Tank (Lit) 26
‘Rated RPM (+/-25mm) 2700 TURNING RADIUS =17~
Air Cleaner [Dry with clogging sensor Without brakes (m) as per standard tyres 3.28 (RHS), 3.15 (LHS)
Cold Start Standard Tvae )
Max Torque (Nm) §5 Front 6.00-12
[Exhaust Silencer in the engine compartment, downward Rear 8.30-20
ol DIMENSION & WEIGHT(+/-5%) ()
TRANsMissioN Weight (K] 1070
Iive 4_!__5\'_1:;_ Wheel Base (mm) 1560
Clutchy Single Cutch Total Length (mm} 2750
Ui AFgrwend -+ 2 fwirs Total Width (mm) 1075 (max) - 1050 {min)
Frontide 4w Heigh () Up to ROPS KT
it Shding Mest Min Ground Clearance {mmj 20
SPEED (FORWARD) ’- ;‘ Fronf Track (mm) - | 875
SR Sheed i) e i Rear Track (mm) 830
Minimum Speed (Km/Hr) 2.1 3@rated OTHERS @
BRAKES ) Fuel Indicator Gauge Standard
Brakes 0il immersed brakes Front Tow Hook Standard
Type of Actuation _Mechanical Front & Rear Weights with std. Ballast | Front weights 30 Kg - 2 x 15 Kg
i Lo indapandiest Traller Hitch | Orawbar / Optional Towbar
Trailer load (unbraked) 1120 Ko ROPS Yes
Inertia Braked 3000 Kg DPTIONAL FEATURES 8‘
Differential Lock Yes, Foot Operated Gabin Option Yes
PT0 = Tyres
PTO (rpm) 540, 1000 T 7
PTO {actuation) Mechanical 0 0 . .
STEERING ()
Stegring Power Steering ; Radial Agri: Front | Rear | Turt; Front | Rear Ind; Frant | Rear GALAXY PRO
asmen & memz, | 235 | = | Ermee
Battery 120,65 Ah Front loader . YES optional
Aternator 12V, 42A
| Sevon Pin Trailer Socket Standard *Diats and spacifications are subject lo change withoul any advance nofice due 1o continuous product
and Al Di i arn with standard tyres

HYDRAULICS Ol
3 Point Linkage Cat1-N
StayBars Anchor Chain DEALER STAMP
Additional hydraulic circuit 10/
Hydraulic Lifting Gapacity 600 Kg
Lift Rods Standard
Litre per Minute{LPM) 17
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Email: exports@sonalika.com | URL: www.solistractars.com/www.solisworld.com




